
PRODUCT DATA SHEET

EXN - EGER 220, 320, 460- INDUSTRIAL GEAR OIL 
High Performance Industrial Oil Gear Box

DESCRIPTION

EXN -EGER 220, 320, 460  is Industrial Gear Oil that provides high performance borated mineral gear oils with

synthetic-like heat resistance, formulated with a highly effective extreme pressure additive system. They provide

outstanding protection against heat and reduce friction. It's available in ISO Grades 220, 320 and 460 and meets the

requirements of API GL-2. The high load carrying ability of the additive system allows the use of one

ISO grade lighter than those normally being recommended. In this combination with advanced anti-wear

system reduces friction and heat loads, extends oil and equipment life span as well as provides higher

efficient energy systems by reducing drag. It's special active substance combination provides stable and

high capacity of pressure impact. It is recommended for all kinds of covered industrial gearboxes.

FEATURES AND ADVANTAGES

* Long oil life

* Reduced wear leading to longer component life

* Reduced running costs and downtime

* Provides stronger lubricating power for anti-friction film to reduce fuel consumption

* Harmless to bronze, copper alloy or white metal bearings

* Strong anti-foaming characteristics

INDUSTRY SPECIFICATION

STANDARDS    *  API GL-2  * AGMA 9005 E02-EP, * AIST (US Steel) 224, * DAVID BROWN S1.53.101 E

TECHNICAL DATA PROPERTIES

Parameter ISO GRADE UNIT 220 320 460

Colour ASTM D1500 - 3.0 3.0 3.0

Density @ 15
o
C ASTM D4052 kg/m3 0.890 0.895 0.900

Kinematic Viscosity @ 40ºC ASTM D7042 mm²/s 220.00 320.00 460.00

Kinematic Viscosity @ 100ºC ASTM D7042 mm²/s 19.50 24.50 30.35

Viscosity Index ASTM D2270 - 97.0 95.0 95.0

Flash Point, ºC IP 523 °C 260 260 280

Phosphorus, mass % ASTM 4951 % 0.02 0.11 0.11

Pour Point, ºC ASTM D97 °C -15 -12 -10

FZG Pass Stage >12 >12 >12

Product Number :   E-I-G-220, 320, 460

Available Pack : 18, 20 & 200L

VALUES SHOWN HERE ARE TYPICAL AND MAY VARY

Health and Safety

Based on available information, this product is not expected to produce adverse effects on health when used

for the intended application and the recommendations provided in the Material Safety Data Sheet (MSDS) are followed. 

MSDS's are available upon request through your sales contract office, or via the Internet. This product should not be

used for purposes other than its intended use. If disposing of used product, take care to protect the environment.


