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EXN - EMPLIOS - SAE 15W40 API CI-4/SL 
High Performance Multi-Purpose Heavy Duty Engine Oil Design

DESCRIPTION

EXN - EMPLIOS -SAE 15W40 API CI-4/SL is a premium quality, multi-purpose, extended service engine oil
specially formulated to provide superior performance under the most demanding operating conditions
Its multi-grade all-season formula means you can lubricate your entire fleet, even new engine designs, year around
with EXN - EMPLIOS -SAE 15W40.
It provides outstanding wear control, service life, cleanliness, thermal stability and corrosion resistance for most diesel
and gasoline engines
EXN - EMPLIOS -SAE 15W40 is designed predominantly for use in four stroke heavy duty diesel engines. It can be 
used in both turbocharged and naturally aspirated engines in on-highway and off-highway applications. It is an ideal
for use in high speed and some medium speed, diesel engines used in marine environments as well as for   
generator sets and agricultural equipment

FEATURES AND ADVANTAGES

* Better low temperature flow characteristics help reduce start-up wear
* Meets the requirements of more than one viscosity grade, in a lubricant that bears the benefits of both viscosities
* Superior oxidation resistance for longer drain service
* Increased "oiliness" provides anti-friction film to reduce fuel consumption
* High TBN for longer service life and better protection from corrosive gases and contaminants

PRODUCT PERFORMANCE CLAIM

STANDARDS    *  API CI-4/SL, CH-4, CG-4, CF-4, CF-2, ACEA E7/A3/B3 (Europe) 
OEM APPROVAL  *  Mack EO-M PLUS, • Cummins CES 20076,20077, 20078, MTU Type 2, Volvo VDS-3, JASO DH-1
MAN 3275, Renault RLD-2/RD-2, Deutz DQC-11-05, MIL-PRF-2104H/NATO O-1236, Caterpillar ECF-1-a, Global DHD-1

TECHNICAL DATA PROPERTIES
Viscosity grade SAE J 300 15W-40 CI4/SL
Colour ASTM D1500 3.0
Density @ 15oC ASTM D4052 0.870
Kinematic Viscosity @ 40ºC ASTM D7042 122.5
Kinematic Viscosity @ 100ºC ASTM D7042 14.92
Viscosity Index ASTM D2270 132.0
Flash Point, ºC IP 523 220
Total Base Number ASTM D2896 9.55
Pour Point, ºC ASTM D97 -26
Cold Crank Visc @ -20ºC ASTM D5293 6150

Product Number :  E-HD-15W40-CI4SL
Available Pack :  18L & 200L

VALUES SHOWN HERE ARE TYPICAL AND MAY VARY
Health and Safety

Based on available information, this product is not expected to produce adverse effects on health when used
for the intended application and the recommendations provided in the Material Safety Data Sheet (MSDS) are followed. 
MSDS's are available upon request through your sales contract office, or via the Internet. This product should not be
used for purposes other than its intended use. If disposing of used product, take care to protect the environment.


