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EXN - EMPLIOS SAE 40 API CF-4 - MINERAL
HIGH PERFORMANCE HEAVY DUTY  ENGINE OIL DESIGN

DESCRIPTION
EXN - EMPLIOS SAE 40 API CF -4 is a monograde SAE 40 engine oil for older & classic engines formulated with premium

mineral base oil and modern additives to provide outstanding protection in diesel and petrol engines against wear, corrosion,

oil oxidation and sludge. It has extremely good viscosity  control, and its excellent alkalinity retention properties

prevent corrosive wear over long periods of time. The oil also has good water separation and anti-foam properties.

APPLICATIONS
EXN - EMPLIOS SAE 40 API CF -4  is primarily designed for use in Detroit Diesel 53, 71 & 92 Series Two Stroke

engines but it can be used in all engines where the manufacturer specifies a SAE 40 monograde engine oil. It can also be

used in transmission applications where this type of oil is specified by the manufacturer.

EXN - EMPLIOS SAE 40 API CF -4  can be used in older 4 Stroke engines that are showing signs of wear and engine

oil consumption where monograde engine oils are specified by the manufacturer.

FEATURES AND ADVANTAGES
● Excellent thermal- and oxidation stability and detergency

● Extended oil life due to efficient water separating properties and BN retention

● Rust- and corrosion properties

● Prevents corrosion of engine parts when the engine is not in operation

● Reduces deposit formation particularly in the ring belt area and reduces lube oil filter blockage

PRODUCT PERFORMANCE CLAIM

STANDARDS    *  API CF-4 , Detroit 7SE-270

   *  MIL-L-2104F, Caterpillar TO-2, Mack EO-K/2

TECHNICAL DATA PROPERTIES

TEST PARAMETER Method Unit Result

Viscosity Grade SAE J300 - 40.0

Colour ASTM D1500 - 3.0

Density @ 15
o
C ASTM D4052 kg/m3 0.890

Kinematic Viscosity @ 40ºC ASTM D7042 mm²/s 126.00

Kinematic Viscosity @ 100ºC ASTM D7042 mm²/s 14.80

Viscosity Index ASTM D2270 - 108.0

Flash Point, ºC IP 523 °C 220

Total Base Number ASTM D2896 (mg KOH/gm) 8.00

Pour Point, ºC ASTM D97 °C -10

Product Number :  E-HD40CF-4

Available Pack : 18 L & 200L

VALUES SHOWN HERE ARE TYPICAL AND MAY VARY

Health and Safety

Based on available information, this product is not expected to produce adverse effects on health when used

for the intended application and the recommendations provided in the Material Safety Data Sheet (MSDS) are followed. 

MSDS's are available upon request through your sales contract office, or via the Internet. This product should not be

used for purposes other than its intended use. If disposing of used product, take care to protect the environment.


